
Model* WLL Lifting speed 
with load

Lifting speed 
without load

Lowering speed 
with load 

TCR-1000C    |  TCR-1000PE 1.000 kg 6 m/min 11,3 m/min 10,3 m/min

TCR-2000C2  |  TCR-2000P2E 2.000 kg 3 m/min 5,7 m/min 5,2 m/min

Model* Air consumption 
lifting

Air consumption 
lowering

Air 
connection

Minimum 
hose diam

TCR-1000C    |  TCR-1000PE 25 l/sec 28 l/sec 1/2" PT 1/2"

TCR-2000C2  |  TCR-2000P2E 25 l/sec 30 l/sec 1/2" PT 1/2"

Model* Air 
pressure

Weight 
with 3m hol

Additional 
metre hol

 Chain 
falls    

TCR-1000C    |  TCR-1000PE 0,4 - 0,63 MPa 34 kg 1,1 kg 1 (7,1 x 21 mm)

TCR-2000C2  |  TCR-2000P2E 0,4 - 0,63 MPa 39,7 kg 2,2 kg 2 (7,1 x 21 mm)
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Model A B C D E F G HØ I J X Z

TCR-1000 485 212 116 40 156 186 29 40 29 25 100 250

TCR-2000 580 212 143 50 156 186 37 45 29 30 100 280

All measurements are in mm  /  Information subject to change without notice All measurements are in mm /  Information subject to change without notice

6JGUG�4'&�41156'4�#KT�%JCKP�*QKUVU�CTG�GURGEKCNN[�FGXGNQRGF�YKVJ�C�TQDWUV�ECUV�
UVGGN�DQF[�HQT�JGCX[�KPFWUVTKCN�WUG��6JG�XCNXG�DNQEM�KU�VJG�UCOG�HQT�VJG�6%4����������
6%4���������YJKEJ�OGCPU: less spare parts required. Standard with load limiter.

STANDARD FEATURES:

r� 2TGEKUG�XCTKCDNG�URGGF�EQPVTQN�
• Optimum control of the load, very precise positioning
• Compact design
• Mechanical endstop system
r� .QCF�NKOKVGT�DWKNV�KP�YKVJQWV�NQUU�QH�JGCFTQQO
• Cord control or pendant control
• Low noise level (83 dBA)
• Air pressure 0,4 - 0,63 MPa

RECOMMENDED SMC AIR 

TREATMENT UNIT: AC40-

F04DM-8-B

SECTION 2

PNEUMATIC CHAIN HOISTS
TCR-1000 | TCR-2000/2

*C = Cord control / P = Pendant control *C = Cord control / P = Pendant control

Quality pneumatic hoists 

for industrial and 

offshore applications 

Heavy duty range of 

hoists for the most 

demanding applications
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Model* WLL Lifting speed 
with load

Lifting speed 
without load

Lowering speed 
with load 

TMH-3000C   | TMH-3000PE 3.000 kg 5,4 m/min 10,8 m/min 10,2 m/min

TMH-6000C2 | TMH-6000P2E 6.000 kg 2,8 m/min 5,4 m/min 5,1 m/min

Model* Airconsumption 
lifting

Air consumption 
lowering

Air 
connection

Minimum 
hose diam

TMH-3000C   | TMH-3000PE 56 l/sec 68 l/sec PT 1" 3/4"

TMH-6000C2 | TMH-6000P2E 56 l/sec 68 l/sec PT 1" 3/4"

Model* Air 
pressure

Weight 
with 3m hol

Additional 
metre hol

 Chain 
falls    

TMH-3000C   | TMH-3000PE 0,4 - 0,63 MPa 99 3,8 kg 1 (13 x 36 mm)

TMH-6000C2 | TMH-6000P2E 0,4 - 0,63 MPa 124 7,6 kg 2 (13 x 36 mm)

AVAILABLE OPTIONS:

See page 8

RECOMMENDED SMC AIR 

TREATMENT UNIT: 

AC60-F10DM-8-B

The NEW RED ROOSTER TMH series air chain hoists have the highest lifting 
speed with the lowest headroom on the hoist market. With M4 classification of 
OGEJCPKUO�VJKU�JQKUV�KU�GZVTGOGN[�TGNKCDNG��6JKU�JQKUV�YKNN�IWCTCPVGG�VJG�EQPVKPWKV[�
of your process. 

STANDARD FEATURES:

r� 2TGEKUG�XCTKCDNG�URGGF�EQPVTQN�
• Optimum control of the load, very precise positioning
• Mechanical end stop system
r� .QCF�NKOKVGT�DWKNV�KP�YKVJQWV�NQUU�QH�JGCFTQQO
• Cord- and pendant control
• Low noise level (83 dBA)
• Air pressure 0,4 - 0,63 MPa

SECTION 2

PNEUMATIC CHAIN HOISTS
TMH-3000 | TMH-6000/2
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Model A B C D E F HØ I

TMH-3000 537 314 189 125 265 311 50 34

TMH-6000 742 371 245 126 265 311 65 42

TMH-3000

TCR-1000

TMH-6000
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STANDARD ATEX: 
II 3 GD c IIA T4

Optional ATEX: 
II 2 GD c IIB T4 
II 2 GD c IIC T4 

--------------------------------
FROM OCTOBER 2019
--------------------------------

STANDARD ATEX: 
GAS:
II 3G Ex h IIA T4 Gc
DUST:
II 3D Ex h IIIA 135ºC Dc

Optional ATEX:  
GAS:
II 2G Ex h IIB T4 Gb
DUST:
II 2D Ex h IIIB 135ºC Db

GAS:
II 2G Ex h IIC T4 Gb
DUST:
II 2D Ex h IIIC 135ºC Db
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FOR ATEX MARKING
SEE PAGE 16 .


